TECH. No. 2.
300 Mile Service – Models C.92, CB92, C.72, CB.72

1. Check and adjust tappet clearances. Engine cold     .004”  Inlet and Exhaust.
2. Check and adjust cam chain tension
3. Check and adjust ignition timing and contact breaker points gap.
                  Correct ignition timing:


    5 degrees before T.D.C. fully retarded


  45 degrees before T.D.C. fully retarded


   Correct points gap:


   Points fully open   0.14”  plus/minus   .200”


 NOTE:    Always  check ignition timing after adjusting points gap.
4. Clean and adjust sparking plugs.

Correct gap:   
.020” to  .025”

NOTE:    Clean sparking plug threads before reinserting, Use the correct Sparking Plug.



K.L.G. Equivalents for 10mm plugs as follows:



Running-in only

Normal use

Racing

C.92
TEN. L.100

TEN. L.100






CB.92
TEN. L.100

         T.240

T260 or T 280



C.72
TEN. L.100

TEN. L.100






CB.72
TEN.L.100

T.240 or

T240 to T 280



5. Oil change engine/gearbox unit

Quantity

Grade (Summer)
Grade (Winter)
               C.92 and CB.92 1⅓ Pints

30 SAE

  20  SAE
               C.72 and CB.72 3½ Pints

30 SAE

  20  SAE

NOTE:  Change oil when engine is hot.

6. Clean carburettor float chamber and fuel tap filter bowl. Re-adjust Carburettor if necessary.

NOTE:  Adjust carburettor when engine is hot.

7. Adjust and lubricate rear chain. A graphite grease is considered best for this purpose.

8. Check and adjust clutch.

9. Check steering head races for correct adjustment, re-adjust if necessary.

10. Adjust brakes.

11. Check battery. Top up cells with distilled water as necessary. Check terminal connections for tightness.

12. Check that the lights and horn are working properly.
13. Lubricate all cables with a thin oil: grease all lubrication nipples.

14. Check all nuts and bolts for correct tightness.

15. Road test machine.
