TECH. No. 1
PREDELIVERY SERVICE – Model  C92,  CB92,  C72,  CB72

1. Un-crate machines, (the crates are not returnable) Inspect machines for damage and if necessary claim at once on the appropriate claims form.
2. Assemble machine (front wheel, mudguard etc...).
3. Remove rubber packing from behind generator cover. (This protects end of rotor during transit).
4. Inflate tyres.
5. Wash out fuel tank, fuel tap filter bowl and float chamber bowl with petrol. (This is necessary because before despatch from the factory the inside of the fuel tank is treated with a special anticorrosive substance).
6. Clean Contact breaker points with petrol. (They are treated with a protective coating before leaving the factory).
7. Drain and refill engine/gearbox oil and refill with:
30  SAE   in the summer )

20  SAE   in the winter    )      all models

              Engine/gearbox lubrication capacity:

                                            C.92,   CB.92   (Benly)      1⅓ Pints

                                            C.72,   CB.72   (Dream)    3½ Pints

             NOTE:     When checking oil level with dip stick do not screw the dip stick in, just rest it in the    

                            Hole.             

8. Check all eables for proper adjustment and lubricate with thin oil.
9. Adjust brakes.

10. Lubricate all grease nipples with a medium grease.

11. Prepare battery for use:

· Remove vent tube sealing plug

· Fill each cell to the correct level with a solution of sulphuric acid and distilled water – (Electrolite 1.26 specific gravity).

· Charge battery at 1 amp, topping up cells as necessary until an Electrolite reading of 1.28 spec.  gravity is obtained.

·  Install battery on machine and connect negative to earth.
12. Start engine:

· Check oil circulation as follows:

“Dream models” C.72, CB.72: Slacken either of the front outer domed cylinder head nuts.
“Benly models” C.92, CB.92: Slaken the rear right hand domed cylinder head nuts.

If everything is in order, oil will be evident at these points.

· Adjust carburettor when engine has reached normal working temperature.

13. Road test machine making sure that all components function properly.

14. When handling over machine to owner, obtain his signature on guarantee card and return it to us.
